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Dear Customer, 
 
Congratulations and thank you for purchasing an Impressions Bathroomware product.  

 
Prior to installation it is important to unpack and inspect all items 
to be installed to ensure that no damage has occurred during 
transit and that the item is correct before installation. If there are 
any visable defects DO NOT PROCEED WITH INSTALLATION. 
No claims for damage will be recognized after installation. 

 
Installation Instructions 
 
1. Installation must only be carried out by a licensed tradesperson. 
2. It is recommended that all Impressions Vanity Units are installed after tiling is 

completed, avoid building them in-between walls as this may affect the integrity of 
the vitreous china top if any movement occurs with the house. 

3. After checking for damage prior to installtion, remove doors and drawer fronts only 
and store in a safe place to avoid damage. 

4. Check that the wall is level and plumb both vertically and horizontally  (Fig 1 & 2). 
The vanity cabinet must be level to avoid twisting with the doors and drawers may 
be out of allignment. Pack out where neccessary. 

5. Fit legs / kicker to cabinet or check for sufficent support for wall hung vanity units. 
6. Mark and drill base and back of vanity for water and waste pipes. 
7. Position and fix vanity to wall and check that vanity unit is level (Fig 3 & 4) 

Re-attach drawers and doors and adjust if required. 

 
8. Re-attach drawers and doors and adjust if required (Refer P2) 
9. Fit tapware and waste to vanity top or basin. – Do not overtighten. 
10. Completely silicon top to cabinet using non-acid silicone. All areas need to be sealed 

to prevent water penetration. The cabinet is water resistant – Not waterproof. 
11.  Silicon the joints between the vanity top and wall tiles. 
12. It is recommended that the vanity unit be installed at least 300mm from any wet 

area such as baths, spas or showers to avoid water damage. 

http://www.impressionsbathroomware.com.au/
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Installation Instructions - Cont 

 
13.  When a separate basin is fitted to a stone top: completely silicon the top to cabinet 

using non-acid silicone. All areas need to be sealed to prevent water penetration. 
14. Completely silicon the basin to the stone top to prevent any water penetration.  
15. Silicon the joints between the vanity top and wall tiles. 
16. Completely seal the vanity cabinet using a flexible silicone sealant  to the wall. 
17. When installing with a kicker either pack up the kicker off the floor or completely 

seal the cabinet using flexible silicone sealant to the floor to prevent any water 
penetration. The cabinet is water resistant – Not waterproof 

18. Connect tapware and waste and test accordingly. 
 

Avoid building vanity units in-between walls as this may affect the integrity 
of the vitreous china top if any movement occurs with the house. Do not 
introduce hot water directly onto the vitreous china basin or vanity top 
especially in colder climates as the thermal shock will create a stress 
fracture.  

 
Cleaning and Maintenance 
 
Cabinets – Use warm soapy water and a soft cloth and dry immediately. 
 
Polymarble Top - Use warm soapy water and a soft cloth and dry immediately.  
Surface scratches can be polished out using a quality car/vanity polish. 
 
Vitreous China Top - Use warm soapy water and a soft cloth and dry immediately. It is 
advisable to avoid thermal shock to first run cold water into the bowl adding hot water 
to reach the desired temperature. Do not overtighen tapware or waste fittings as this 
will create a stress fracture in the top.  
 
Caesarstone Top – see fact sheet www. Caesarstone.com.au 
 
Please refer to www.impressionsbathroomware.com.au for all terms and conditions.  
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